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DESCRIPTION

The A 2 headphone amplifier is used to operate a maximum of two
headphones. As the two headphone outputs are connected in 
parallel, the connected headphones should have the same nominal
impedance between 16 and 600 ohms. 
The functions of the A 2 can be selected on the device itself or via
the supplied infrared remote control. Furthermore, the headphone
can temporarily be muted via the remote control.
The components inside the device are illuminated in a warm orange
glow and can be seen through a transparent cover, which is made
of a special ceramic printed glass with wave-shaped windows.
The special circuit design features an amazingly natural and brilliant
sound reproduction with an excellent resolution and spatiality. 
Discrete components are exclusively used as audio components.
They may be bigger and require more room, but they work more
precisely and reliably. 
The volume control is made of solid aluminium with a high-grade
motor-controlled ALPS potentiometer inside, which allows setting
the volume via remote control. The selectable output impedance
ensures an ideal control range of the volume potentiometer for all 

headphones no matter if they have a low or high impedance. With
the selectable gain the A 2 can optimally be adjusted to the 
connected audio source. 
Due to a microprocessor-controlled intelligent relay, unpleasant 
cracking noise is avoided when turning the A 2 on-off or when
changing the audio source. 
The gold-plated RCA connections on the rear allow the connection
of audio sources and provide a signal transmission without loss. One
input is passively connected with the line output of the A 2 to loop
through incoming signals even when the A 2 is in standby mode. In
this case the A 2 has only to be powered up if you want to listen to
your music using your headphones. Two buttons to select the 
signal source are backlit in orange to indicate which signal input is
currently active. 
The supplied headphone stand can be mounted to the bottom of
the A 2 for storing the headphone.  
The selectable supply voltage of 110 - 120 V or 220 - 240 V allows
the device to be used worldwide. 

FEATURES

• Discrete design of the integrated audio components
• Two 1/4" stereo headphone sockets (6.35mm) connected in

parallel
• Volume control for both headphone outputs via 

motor-controlled high-quality ALPS potentiometer
• Backlit standby button (red/green)
• Two stereo inputs for two signal sources (RCA phono), one of

them is looped-through to connect signal sources with high 
levels (CD player, DVD player) and amplifiers

• Two buttons, backlit in orange, to select the signal source 
• Stereo output (RCA phono)
• Selectable gain (0 dB, -4 dB, +6 dB) and 

output impedance (0 Ω, 100 Ω)
• Switchable supply voltage for 110 - 120 V and 220 - 240 V
• Remote control for all functions
• Headphone mute via remote control
• Headphone stand
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VERSIONS

A 2 Headphone amplifier incl. power cable 
fitted with a “Schuko” connector, 
set to 220 - 240 V . . . . . . . . . . . . . . . . . . . Order # 716.006

A 2 Headphone amplifier incl. power cable
fitted with a US connector,
set to 110 - 120 V . . . . . . . . . . . . . . . . . . . Order # 716.766

TECHNICAL SPECIFICATIONS

Frequency response . . . . . . . . . . 1 Hz - 100 kHz (-1 dB)
Signal-to-noise ratio. . . . . . . . . . >101 dB (unweighted)
T.H.D. . . . . . . . . . . . . . . . . . . . . 0.001% at 170 mW/250 Ω
Input impedance . . . . . . . . . . . . 50 kΩ
Output impedance. . . . . . . . . . . Headphone output 0 Ω/100 Ω

(switchable)
Output power . . . . . . . . . . . . . . 100 mW / 600 Ω

170 mW / 250 Ω
150 mW / 32 Ω

Channel separation L/R . . . . . . . >89 dB
Maximum gain. . . . . . . . . . . . . . 18 dB
Power supply . . . . . . . . . . . . . . . 110 - 120 V / 220 - 240 V 

(switchable), 50/60 Hz
Power consumption (operation). . <15 W 
Power consumption (standby) . . <0.45 W

Audio connections . . . . . . . . . . . 2 x line input, gold-plated 
RCA phono sockets
1 x line output, gold-plated
RCA phono sockets
2 x headphone output, 1/4"
stereo jack (6.35 mm),
gold-plated contacts 

Dimensions (W x D x H) . . . . . . . 216 x 235 x 55 mm
Weight. . . . . . . . . . . . . . . . . . . . 2230 g

RC 2 remote control
Dimensions (W x D x H) . . . . . . . 36 x 120 x 9 mm
Weight. . . . . . . . . . . . . . . . . . . . 36 g
Battery. . . . . . . . . . . . . . . . . . . . 1 x CR 2032

SUPPLIED ACCESSORIES

• RC 2 infrared remote control
• Headphone stand including mounting set
• Power cable (type depending on the version)



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (Color Management Off)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2450 2450]
  /PageSize [612.000 792.000]
>> setpagedevice


